Bilico murale BME portate kg 150 e 300,
la soluzione di pesatura su gancio o

mento al visore e di circa 5 metri.

The BME wall weighihng machine has

a capaciy of 150 and 300 kilos and it is The skeleton is carried out in galvanized

the weighing solution on a hook or on steel and the cover is in stainless steel.

a folding plane. It has a folding platform ( 55 cm x 42 cm)
and it can be put on the wall.

A the top of it there is a slightly projec-

—— ting hook where the articles to be wei-

ghed can be put.

The weight measurement is carried out

by a single point loading cell so to weigh

both on the plate and on the hook. The

connecting cable to the screen is 5 about

metres.
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Pesa aerea a celle di carico

Lo strumento e stato creato per essere
inserito nelle linee di trasporto a mezzo
rotaia aerea impiegate prevalentemente
nei macelli.

La suddetta rotaia viene interrotta nella
zona di pesatura e la parte sciolta (massi-
mo 30 cm per monocella e 60 cm per dop-
pia cella) viene fissata alla struttura
portante, in modo da permettere la
pesatura di ogni gancio senza inter-
rompere il trasporto.

Il corpo viene fissato sopra la strut-
tura che sorregge la rotaia; all’'inter-
no sono presenti le celle di carico a
cui viene agganciata la rotaia per
mezzo di 4 tiranti regolabili. Il cavo
di collegamento per il visore & di
circa 5m.
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Loading cell overhead
weighing machine

The instrument has been created to be
put into the transport lines by overhead
rail above all in the slaughterhouses.

This rail is interrupted in the weighing
zone and the free part ( max 30 cm for sin-
gle cell and 60 cm for double cell) is fixed
to the skeleton to permit the weighing of
every hook without interrup-
ting the transport.

The body is fixed above the
structure which supports the
rail; inside there are the loa-
ding cells to which the rail is
hooked by four adjustable tie
beams.

The connecting cable for the
screen is about 5 metres.
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