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SUN ECO COLORSUN ECO COLOR
alta, volo

Caratteristiche tecniche: Technical specifications:

 ∙∙ Struttura in acciaio inox
 ∙∙ Visore 7” a colori
 ∙∙ Tastiera lavabile touchless

ad alta velocità o meccanica
 ∙∙ Stampante termica 8 dots/mm

con dispositivo “easy loading”
 ∙∙ Opzione kit carta adesiva linerless
 ∙∙ Velocità di stampa 70 mm/s
 ∙∙ Larghezza carta 57 mm
 ∙∙ Intestazione scontrino

programmabile
(5 righe da 26 caratteri)

 ∙∙ Gestione data e ora automatica
 ∙∙ Scontrino singolo o cumulativo
 ∙∙ Stampa data confezionamento

e scadenza
 ∙∙ Stampa lista ingredienti associata

al PLU (12 righe da 45 micro caratteri)
 ∙∙ Inserimento e stampa del lotto
 ∙∙ Stampa del codice a barre EAN13
 ∙∙ 999 PLU programmabili 
 ∙∙ Funzione resto
 ∙∙ Variazione rapida dei prezzi
 ∙∙ Funzione riapertura scontrino
 ∙∙ Stornata delle battute
 ∙∙ Tara semiautomatica, manuale, 

prememorizzata e associata
 ∙∙ Totale parziale di 8 operatori

su schermo
 ∙∙ Fino a 6 bilance in rete LAN

(via cavo o RF)
 ∙∙ Programmazione della bilancia da PC
 ∙∙ Totali Generale, PLU e operatori
 ∙∙ Kit radiofrequenza opzionale
 ∙∙ 4-8-16 Operatori
 ∙∙ Alimentazione esterna

12/24V opzionale
 ∙∙ Batteria al litio di lunga durata opzionale
 ∙∙ Immagini grafi che sul lato cliente
 ∙∙ Portate disponibili: 30kg/ 5g;

12-30kg/2-5g 12kg/2g; 6kg/1g

 ∙∙ Stainless steel frame
 ∙∙ 7” colour display
 ∙∙ Washable touchless high-speed or 

mechanical keyboard
 ∙∙ 8 dots/mm thermal printer with

“easy loading” device
 ∙∙ Optional linerless adhesive paper kit 
 ∙∙ Print speed 70 mm/s
 ∙∙ Paper width 57 mm
 ∙∙ Programmable receipt header 

(5 lines of 26 characters)
 ∙∙ Automatic date and time management
 ∙∙ Single or cumulative receipt
 ∙∙ Printing of packing date and expiry date
 ∙∙ Print ingredient list associated with the PLU 

(12 lines of 45 micro characters)
 ∙∙ Batch insertion and printing
 ∙∙ EAN13 barcode printing
 ∙∙ 999 programmable PLUs - Change function
 ∙∙ Quick change of prices
 ∙∙ Re-opening receipt function
 ∙∙ Reverse entry function
 ∙∙ Semi-automatic, manual, pre-stored and 

associated tare
 ∙∙ Partial total of 8 operators on screen
 ∙∙ Up to 6 scales in LAN network (wired or RF)
 ∙∙ Scale programming from PC
 ∙∙ General, PLU and operator totals
 ∙∙ Optional radio frequency kit
 ∙∙ 4-8-16 operators
 ∙∙ Optional 12/24V external power supply
 ∙∙ Internal rechargeable battery
 ∙∙ Customer-side graphic images
 ∙∙ Available capacities: 30kg/5g; 

12-30kg/2-5g 12kg/2g; 6kg/1g


